


Vitalmax 520i
Desktop Pulse Oximeter

Easy-to-read:Large display screen: 3.5 LED and LCD screen

Convenient:Lightweight & compact

Powerful:Over 72 hours of data storage and spot graphs, 100-item patients’ ID

Alarm:3-level Visual & Audio alarm;Battery-low indicator

Battery:Selections of Plug-in battery or the external power

Application:Suitable for adult, infant ;Widely used in clinic, hospital, emergency unit, ambulance, community
medical organization

The standard configuration:SpO2 sensor, Power cable,

The optional configuration:Thermal recorder, USB cable, network card, Vehicle Inverter, Carrying case

Large screen
SpO2 and PR are shown on LEDs. The SpO2 waveform is displayed
onthe 3.5" LCD screen in real time.

Small and compact

Only1kg. The design of the handgrip is convenient to carry.

Thermal recorder
The real time information can be printed immediately.

Plug-in battery
Smart control of power consumption, internal rechargeable bat- =

tery lasts 24 hours or use on AC power.

Vehicle inverter

Supports a vehicle inverter. The Vitalmax 520i is easy to use in s | '
an ambulance.

SpO0:2 probe i
We have different kinds of sensors suitable for the adult, infant, pe-
diatric, neonate.

Data analysis software
The personal software can help you know more information and

manage patients’ data. L




Vitalmax 520i
Desktop Pulse Oximeter

Technical Specifications

Classification Alarm
Safety |IEC 60601-1 Alarm Sp02, PR, Probe off, Finger out, Low voltage
Modes 3-level Audio & Visual alarms, Error code
Patient Range Alarm range
Adult, Pediatric Parameter SpO2 (rpm) PR (bpm)
High Range 71-100 31-235
Dimensions Low Range 70-99 30-234
Dimension 296mmWx170mmDx96mmH
Weight 5509 (excluding batteries) Display
Type 3.5"LED & LCD screen
Environmental
Power AC100-240V(£10%), 50/60Hz(+3Hz) Storage
Operating temperature ~ 5°C-40°C Patient ID 100
Storage temperature -20C-55C Data records up to 72 hours
Sp02 Battery
Measurement range 70%-100% Type Built-in rechargeable battery
Accuracy 80%-100%;12% Operation time Approximately 24 hours without printing
70%-79%;+3%
0%-69% unspecified Printer
Pulse Rate Type built-in thermal recorder
Measure range 30-235 bpm Width of printing paper  48mm
Resolution 1 bpm
Accuracy 30-100;2bpm Data transmission
101-235;22% Data cable
Flash disk

Support to wired Lan , compatible choice central monitoring system
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