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Type High frequency inverter
Output Maximum 2. 2KW
KV 40-110KV(1kV step)
0.5-4mA(Fluorosocy)
mA 5-10mA(boost mode)
20mA(RAD made)
mAs 0.4-100mAs
ABC Auto bright control
Pulses 2 pulses/sec. 4
Type Stationary anode tube
Focal spot 0.5/1.5mm
Heat capacity 45kHU
Target angle 16 degrees
Tube voltage Maximum 110kV
Type High definition
Field size E_ - - — =
97 (triple field) : 97, 67, 4.5
3y 6": 54Lpivm : .'h |
Resolution -
9" (triple field) : 66Lp/em, 56 Lp/cm, 48Lp/cm = |
Type CCD
Memory 16 frames o
Scan line 525 lines ~ o oy 7
Image Last image hold, Image rotation, Image reverse g
size b et it 2 w
Free size F70mm(67), 785mm(97) | o
Depth 600mm(6"), 540mm(9") 2
Horizontal 200mm g
Vertical 400mm E
Orbital 120 degrees '
Panning motion +/-12.5 degrees
Pivot rationa +- 180 degrees
recommended 10 x 127 (24 x 30cm)
net weight Approximate 220kg \ ‘ {.)
220VAC, 50/60Hz, 3.5kVA, single phase .
Digital type camera(1024 x 1024) + SCU + software + workstation - - )
mes listed in the catalog are subject to change without natice L / 4
L o

co.' L'I'D. 717-ho, 7th fl, Unitechvil Bidg., 1141-2, Baegsuk-dong,
lisan-ku, Goyang-city, Gyonggi-do, Republic of Korea

TEL : (82-31) 907-7222  FAX : (82-31) 904-2231 QDONGMUN €O. LTD
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E-mail : dongmun@dong-mun.co.kr
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C-arm rotation
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C-arm vertical travel
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horizontal travel

C-arm pivoting

Through continuous Investment and R&D, We are
enhancing rellability on our products for customer
satisfaction.

Total reliability on products comes from exhaustive
Inspection and thorough such analysis as mechanical
and physical properties over the whole processes.

Features

> User friendly operation/positioning design with high
safety and stability

 Superior quality image with high resolution for
distortion-free

> Full digital interface capability

> 16 frame freeze and image rotation

> Inverter type high voltage generatior of high power
output

> C-arm SID 1100mm

> Intelligent automatic brightness control

> Easy installation and smooth movement

> Last image hold

> Soft control and efficient braking units

> Most convinient software
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Our technologies and pride are welll known in the world =« &



